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GROUND 5
SCREW HOLE 15%" SO
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OPENING

BOTTOM VIEW
BREAKAWAY DEVICE, TRANSFORMER BASE

DETAILS 15” BOLT CIRCLE

THE BREAKAWAY TRANSFORMER BASE SHALL HAVE A LISTING OF
APPROVAL BY FHWA COMPLIANCE TO 1985 AASHTO REQUIREMENTS.

POLE SHAFT ——\

HANDHOLE .
POSITION ——"

SET BACK 6 FT /'8 FT
VERIFY WITH ENGINEER

MAST ARM
‘_‘ ORIENTATION

BACK OF CURB -1

FOUNDATION

POSITION OF HANDHOLE AND
MAST ARM MOUNTING IN RELATION
TO TRAFFIC FLOW

TRAFFIC FLOW
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P rederttd

MOUNTING HEIGHT (SEE NOTE #1)

40-0)

18—

SHAFT JOINT
(2) (6/8IX(7*) LG HEX. BOLTS
c/w NUTS, FLAT WASHERS AND LOCK WASHERS

ALL STAINLESS STEEL. NOTE: NO THREADS
ON INSIDE OF POLE.

po-————————— VIBRATION DAMPER

6063-T6 ALUMINUM ALLOY SHAFT
TAPERED FROM (10" TO (6
(0.219”) WALL. THICKNESS
SANDED GRID 80

FLUSH HANDHOLE

(4")Xt8"), WITH GROUND LUG
SEE DETAILS FOR HANDHOLE
POSITION AND CONSTRUCTION

ANCHOR BASE
ALLOY 356-T6

SINGLE ARM POLE

ALUMINUM T~STOCK EXTRUSION -
DRILLED FOR (3/-16 NC THRU BOLT
FOR GROUND CONNECTOR
WELDED e 180° TO RIGHT OF
HANDHOLE & (18") UP FROM BUTT.

HANDHOLE REINFORCED BY CAST ALUMINUM
FRAME (A356-T6 ALLOY)

HANDHOLE AND GROUND LUG DETAIL

CONTRACT NO. ~ 83711

2) (5/8 "~ 11 x t 7' LG.
S.S. HEX HEAD BOLTS C/W
(1) S.S. NUTS, (2} S.S. FLAT WASHERS

AND {1} S.S. LOCKWASHER
NOTE: NC THREAD ON INSIDE OF POLE

(4

Fg

DAVIT ARM CONNECTION

(14") OVERLAP SHOWNI

HOLE FOR
@) @ LIGHT POLE

/7 ~
\,\\ \ “
{ l\ 3
_ \ -
ALLOY 356-T6 \ J

A% (2
BOLT SLOT

14"

LIGHT POLE BASE PLATE DETAIL

(FOR POLE MOUNTED ON (15 INCH)
BOLT CIRCLE FOUNDATION)

NOTES:
1. MOUNTING HEIGHT IS DEFINED
AS THE DISTANCE FROM THE
CENTERLINE OF THE TENON TO THE
BOTTOM OF THE ANCHOR BASE.

2. BOLT SLOTS WILL BE (1% X (2" CENTERED.

3. TWO PIECE SHAFT WILL BE MATCH MARKED AND
INTERCHANGABLE BETWEEN DIFFERENT UNITS,
STUD BOLT WILL BE (5/8") DIA. WITH NUT, FLAT

© WASHER, AND LOCK WASHER. THERE WILL BE NO
THREADS ON THE BOLT INSIDE THE POLE SHAFT.

4, THE LIGHT POLE WILL MEET A.ASH.T.0. DESIGN CRITERIA

5. THE DUCT SHALL EXTEND INTO POLE A MINIMUM
OF 12” ABOVE THE BASE

ILLINOIS DEPARTMENT OF TRANSPORTATION
T3rd STREET (FAU 1569)

VILLAGE OF BEDFORD PARK

NAFLEEVISIONS DATE
5. DREW 4-2-92 DAVIT LIGHT POLE
D, DREW 5752

40 FT MOUNTING HEIGHT

10 FT/12 FT MAST ARM

SCALE: NONE
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